
Performance Hall Inventory List

Audio System

PA System

Meyer CAL 64 Column Array Loudspeaker — 2
Linear Peak SPL 106 dB at 60 m
Meyer USW-210P Subwoofers — 4
Linear Peak SPL 126 dB; Dual 10" drivers; 1800 W peak
QSC 128 Channel Core V2 — 1
LR send on console; rack-mounted in stage right side corridor

Mixing Console

Allen & Heath SQ-6 — 1
48-channel / 36-bus mixer; 24 direct mic/line inputs; Cat6 connection to stage box (stage right); 
25 faders; connected to talkback mic; permanently installed in booth

Monitors

QSC K12 — 6
Balanced 1/4" and XLR (selectable mic/line); daisy-chain capable; powered 2000 W monitors

Stage I/O

16 x 4 Stage Box — 2
Total 32 sends and 8 returns from stage; Cat6 to board; one located downstage right, one 
upstage right

Microphones & Wireless Audio System

Headphones

Shure SRH840A — 1
1/4" connection; monitoring use

Vocal Microphones

Shure SM58 — 5 — XLR connection
Shure Beta 58 — 1 — XLR connection
Shure Beta 58A Wireless Handheld — 2 — Wireless
Shure 55 — 1 — XLR connection; vintage style with blue foam insert; no switch

Choir Microphones

DPA 4097 Choir Mic with Telescopic Boom Stand — 3
4-pin mini connector (for Shure wireless); XLR adapters available; mounted in dedicated stands 



with wireless beltpack receiver clips

Piano Microphones

DPA 4099 Instrument (Piano) Mic — 2
4-pin mini connector (for Shure wireless); XLR adapters available; mounted in performance hall 
piano

Instrument Microphones

Shure SM57 — 5 — XLR connection
Shure SM81 — 2 — XLR connection; windsock; cardioid; selectable low-frequency response 
(flat, 6 or 18 dB/octave rolloff); 0 dB/10 dB lockable attenuator switch
Shure SM137 — 1 — XLR connection; condenser; windsock; cardioid; 15 dB pad
Sennheiser e914 — 1 — XLR connection; windsock; cardioid; three-position bass roll-off/cut-off 
switch; three-position pad
Peavey PVM 480 — 2 — XLR connection; no windsock

Headset Microphones

Point Source Audio Earworn Headset Mic — 2 — 4-pin mini connector; beige; available in 
single or double ear configurations
Countryman E6 — 1 — 4-pin mini connector; single ear; dark beige

DI Boxes

Radial ProDI Passive DI - 2
Radial J48 Active D1 - 1
Radial Trim Two Passive Stereo DI - 1
Radial StageBug Laptop DI (At Board)
PRO ISO Stereo Line Isolator - 1

Microphone Stands

Telescopic Boom Arm — 8
Small Stands — 4

Lectern

Wooden Lectern with Gooseneck Mic Stand  — 1

Wireless Audio Systems

Shure Single QLX-D Wireless Receiver — 8 — Located in booth
Shure QLX-D Wireless Bodypack Transmitter (TA4F) — 6 — Charging dock located in booth
Wireless Handhelds — 2 — (See Vocal)

XLR

50’ — 10 
25’ — 15



15’ — 10
10’ — 5 

All patch cables between instruments and DI boxes, servicing onstage amps, or used to network 
instruments together are the responsibility of the renter.

Power

Dedicated Isolated Audio Circuits — available DSL, DSR, MSL, MSR, USL, Booth Position, 
Processor Position off SR
50 AMP Stove Plug — USR
ART Ext Bar — 4 
Variety of extension cables available on request
Additional power available with advanced notice

Lighting

Lighting Console

ETC Element 2 6K — 1
6144 outputs; includes two ViewSonic touch displays

Lighting Fixtures

ETC Lustr+ Series 3 X8 — 14
Wireless DMX; front-of-house positions
Chauvet - SlimPar Pro — 4
Wireless DMX (relay); Upstage Wall

Wireless DMX Equipment

City Theatrical Multiverse ShoW BABY — 1 — Wired DMX (5-pin XLR) from console
ETC ColorSource Relay Receiver — 2 — Wireless DMX input; wired DMX (5-pin XLR) output; 
enables non-wireless DMX devices

Video & Streaming

Cameras

PTZOptics PT30X-4K-GY-G2 — 2
HDMI connection to switcher; fixed installation on balcony rail; pan, tilt, zoom, and setup 
controlled from booth via joystick unit
Canon XA60 — 1
Mini HDMI connection; compatible with wireless transmitter for mobile video capture (Available 
On Advanced Request)

Video Control & Switching



Kramer 5-Input 4K60 4:4:4 Presentation Switcher/Scaler — Permanently installed in booth
PTZOptics 4th Gen Joystick Keyboard (PoE Capable) — 1 — Permanently installed in booth
Roland V-1HD Video Switcher — Permanently installed in booth
Epiphan Pearl Nano — 1 — Permanently installed in booth

Wireless Video Systems

Hollyland MARS 4K Receiver — 1 — HDMI connection; includes power adapter
Hollyland MARS 4K Transmitter — 1 — HDMI connection; rechargeable battery powered

Tripods

Manfrotto Travel Tripod — 1
Sirui SH25 3-Section Tripod — 1




